
Carsonite’s AcoustaShield Non-Conductive Sound Barrier 
alleviates noise concerns as well as providing safety and 
security around compressor and regulator stations. The 
fiberglass wall deters would-be vandals, excludes wildlife and 
hides unsightly equipment from growing neighborhoods. The 
non-conductive walls can be filled with absorptive material or 
our standard walls may be filled with recycled tire rubber for 
increased abatement. 

Lightweight, but extremely strong, AcoustaShield systems 
are easily installed with minimal lifting equipment and simple 
to repair in the event of vehicle impacts. Gates and door 
assemblies are available.

Effective against noise and light pollution

Highest performance, best looking, 
and easiest to install and maintain

Material: 	 Fiberglass composite

How to Order:

Contact your representative or visit WWW.CARSONITE.COM to request 
more information and an AcoustaShield information packet.

Non-conductive fiberglass supports and panels

Can be modified and cut in the field

Low maintenance over life of product

Wide variety of RAL colors available

Spans up to 18 feet

Grafiti resistant

Will not rust, rot, or corrode

Lightweight, can be installed with minimal 
equipment
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Ratings
AcoustShield 

Absorptive
AcoustaShield 

Filled
AcoustaShield 

Unfilled

STC Rating 28 37 28

NRC Value .95 .15 .20
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Carsonite AcoustaShield™

Noise Abatement  Fence Systems


